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Τεχνικό Φυλλάδιο 
 

 

BP 80 
Μεμβράνη αποστράγγισης 
 
 
Περιγραφή 

Μεμβράνη αποστράγγισης από πολυαιθυλένιο 
υψηλής πυκνότητας πάχους 0,5 mm, με ύψος 8,0 mm. 
 

Τεχνικά Χαρακτηριστικά 

Form: υψηλής πυκνότητας μεμβράνη πολυαιθυλενίου 

Πάχος: 0,5 mm 

Ύψος: 8 mm 

Θλιπτική αντοχή: 200 kN/m2 

Μέγιστο βάθος εφαρμογής: 7 m 

Χωρητικότητα αποστράγγισης: περ.. 2,25 lit/sec.m  

Θερμοκρασία: -30 οC up to +80 οC 

Χημικές Ιδιότητες: Ανθεκτικό στις χημικές ουσίες, 
ανθεκτικό στις ρίζες των φυτών, ανθεκτικό στην 
διάσπαση, κατάλληλο για χρήση σε πόσιμο νερό (μη 
μολυσματικές ουσίες) 

Αντίδραση στη φωτιά: Κλάση Β2 DIN 4102 

 

Συσκευασία 

Ρολό των 40 m2 (2 m x 20 m). 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
Σημειώσεις 

Technical details, properties, recommendations and 
information on BAUER products are supplied in good faith. 
They are based on the company's research and experience, 
provided that they are stored and applied under normal 
conditions.  As the method of using materials as well as 
project and environment conditions are beyond the control 
of the company in each individual application setting, the 
product user is held solely responsible for the result of 
application. No responsibility under any legitimate 
relationship can be substantiated against the company, 
based on the information set out hereunder. Product users 
are advised to refer to the latest revision of the technical 
manuals available at the product’s official website. 
 
Άλλες πληροφορίες 
 
BAUER BUILDING TECHNOLOGIES 
ΒΙΠΕ Μεγάρων Αττικής  
Tel: 210 5744222  
Fax: 210 5740777  
Email: info@netbauer.com  
http//  www.netbauer.com 
Frankfurt, Reg. No 312310 QM 
Qualitätsmanagementsystem 
Zertifiziert nach DIN EN ISO 9001 

 
 


